GENERAL NOTES:

Y SIDEWALK NOITES: | I
1. WORK AND MATERIALS SHALL CONFORM TO THE PROVISIONS OF THE CURRENT "OREGON STANDARD SPECIFICATIONS FOR
CONSTRUCTION” , ODOT / AMERICAN PUBLIC WORKS ASSOCIATION (APWA), UNLESS OTHERWISE COVERED BY THE 1. MAINTAIN 4’ CLEARANCE AROUND ALL OBSTACLES IN SIDEWALK TO
SPECIFICATIONS WRITTEN FOR THIS PROJECT OR THE "WATER STANDARDS AND SPECIFICATIONS®, THE ~ SEWER STANDARDS MEET ADA SPECIFICATIONS.

%\

$SS

AND SPECIFICATIONS” OR THE "STANDARD DRAWINGS” OF THE CITY OF GRANTS PASS. >
2. REMOVE TREES AND SHRUBS AS NECESSARY TO INSTALL SIDEWALKS o
2. IN THE EVENT OF CONFLICT IN REGULATIONS AND SPECIFICATIONS GOVERNING THIS PROJECT, THE ORDER OF PRECEDENCE IS TO CITY AND ADA SPECIFICATIONS. o
AS FOLLOWS: . >
, 3. DURING DRIVEWAY APPROACH INSTALLATION, EVERY EFFORT SHALL BE "IRIG o’
A)  CONTRACT SPECIAL PROVISIONS, MADE TO MINIMIZE INCONVENIENCE TO RESIDENTS OF AFFECTED BRUSH ST. : |12 || 4 >
B) CONSTRUCTION PLANS; HOUSEHOLDS. — i
C) CITY OF GRANTS PASS STANDARDS AND SPECIFICATIONS; 5 "B RE
D) GENERAL NOTES; 4. EVERY EFFORT SHALL BE MADE TO MINIMIZE DISRUPTION TO TRAFFIC ON 3 g |12 ||E
E) ODOT/APWA SPECIFICATIONS FOR CONSTRUCTION. ADJOINING STREETS. ADEQUATE SIGNING AND FLAGGING SHALL BE 2 % g rvs
REQUIRED IF TRAFFIC IS IMPACTED ON ANY STREET. TRAFFIC PLAN TO BE
3. ALL CONSTRUCTION SHALL BE SUBJECT TO INSPECTION AND COMPLIANCE WITH THE ABOVE APPLICABLE REGULATIONS AND APPROVED BY ENGINEER PRIOR TO CONSTRUCTION. 5
SPECIFICATIONS. 5. THE CITY OF GRANTS PASS WATER DEPT WILL PROVIDE METER BOXES FOR -
4. ALL CONTRACTORS AND SUBCONTRACTORS SHALL POSSESS A VALID STATE CONTRACTOR'S LICENSE AND A VALID CITY OF R B DT A e A A pox
GRANTS PASS BUSINESS LICENSE PRIOR TO COMMENCING WORK ON THIS PROJECT. ALL CONTRACTORS AND SUBCONTRACTORS REPLACEMENT
MUST ALSO BE CURRENTLY PREQUALIFIED WITH THE CITY OF GRANTS PASS FOR THE CLASS(ES) OF WORK REQUIRED PRIOR
TO ANY CONSTRUCTION. 6. THE CITY OF GRANTS PASS STREET DEPT WILL RELOCATE SIGNS AS
NEEDED. CALL AT LEAST 48 HRS IN ADVANCE TO SCHEDULE REMOVAL : ~
5. A MANDATORY PRE—CONSTRUCTION CONFERENCE OF ALL PARTIES SHALL BE HELD PRIOR TO ANY CONSTRUCTION. AND REINSTALLATION. I
6. THE CITY OF GRANTS PASS ENGINEERING DIVISION (541—450—6060) SHALL BE NOTIFIED 24 HOURS IN ADVANCE OF ANY 7. AREAS BEHIND NEW SIDEWALKS SHALL BE BACKFILLED WITH APPROVED S
STAGE OF CONSTRUCTION. THE CITY SHALL INSPECT THE CONTRACTOR’S ACTIVITIES TO INSURE COMPLIANCE WITH THE TOPSOIL MATERIAL AT A MAXIMUM 2:1 SLOPE. ol L 12 >
APPROVED PLANS. 8. EVERY EFFORT HAS BEEN MADE TO LOCATE EXISTING UTILITIES AND T8> z
, , CONDITIONS. IN THE EVENT OF A CONFLICT, NOTIFY THE CITY OF GRANTS Z -
7. CONTRACTOR SHALL OBTAIN A CITY OF GRANTS PASS "ENCROACHMENT PERMIT” PRIOR TO COMMENCING ANY WORK. PASS ENGINEERING DIVISION AT 5414506060, SRS 3
> 0p) —
9. PAVED AREAS ARE TO BE KEPT CLEAN FOR THE DURATION OF THE I S X oy |3
8. THE ENGINEER DOES NOT GUARANTEE THE COMPLETENESS OR ACCURACY OF THE EXISTING UNDERGROUND UTILITIES SHOWN PROJECT. . I3 et ]
ON THESE PLANS. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR FIELD VERIFYING ANY POTENTIAL UTILITY CONFLICTS _
BETWEEN EXISTING UNDERGROUND UTILITIES AND THE WORK SHOWN ON THESE PLANS. THIS INCLUDES BOTH POTENTAL 10. CONCRETE TRUCKS SHALL BE WASHED IN AREA APPROVED BY ENGINEER. = j
UTILITY CONFLICTS SHOWN ON THESE PLANS AND POTENTIAL UTILITY CONFLICTS NOT SHOWN ON THESE PLANS BUT EITHER IF APPROPRIATE SITE IS NOT AVAILABLE, A CONCRETE WASHING -
LOCATED, FOUND OR MARKED IN THE FIELD. WHERE POTENTIAL CONFLICTS ARE FOUND, THE CONTRACTOR SHALL TAKE CONTAINMENT SYSTEM SHALL BE PROVIDED BY THE CONTRACTOR. >
WHATEVER MEASURES ARE NEEDED (INCLUDING PRELIMINARY POTHOLING OF THE UTILITIES AT THE POTENTIAL CONFLICT o3
LOCATION) PRIOR TO WORK IN THE AREA TO ALLOW TIME FOR THE RESPONSIBLE AGENCY TO CORRECT THE CONFLICT 11. TRAFFIC CONTROL (FLAGGERS) SHALL BE USED IF CONCRETE TRUCKS ARE ©
(UNLESS OTHERWISE SPECIFIED ON THE PLANS). NO ADDITIONAL PAYMENT SHALL BE MADE BY THE CITY FOR ANY EXPENSE IN' ROADWAY. ~
%ETE%/XZR/L‘/%%Y AéAO);V f/_/z//c(‘% AS A RESULT OF HIS FAILURE TO ADEQUATELY EXPLORE, IN THE OPINION OF THE ENGINEER, 12 AN EROSION AND SEDIMENT CONTROL PLAN SHALL BE IMPLEMENTED AND =
: MAINTAINED FOR THE DURATION OF THE PROJECT. ©
9. THERE SHALL BE NO DEVIATION FROM THE APPROVED PLANS UNLESS REQUESTED IN WRITING BY CONTRACTOR AND
APPROVED IN WRITING BY THE CITY. CONCRETE STANDARDS: - BRIDGE
10. ALL UNDERGROUND UTILITIES AND SERVICE LATERALS ARE TO BE INSTALLED PRIOR TO CONSTRUCTION OF CURB AND 1. EXCEPT AS DEFINED BY CITY OF GRANTS PASS STANDARDS OR BY CITY ENGINEER MARY
GUTTERS. APPROVAL, ALL CONCRETE SHALL CONFORM TO SECTIONS 00440 AND 00759 OF
THE CURRENT OREGON STANDARD SPECIFICATIONS FOR CONSTRUCTION MANUAL.
11. CRUSHED ROCK BASE MATERIAL SHALL BE OBTAINED FROM A SOURCE APPROVED BY THE CITY OF GRANTS PASS
ENGINEERING DIVISION. 2. AN ENCROACHMENT PERMIT IS REQUIRED PRIOR TO STARTING ANY WORK.
12. CRUSHED ROCK BASE MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00641 AND SEC. 02630 AND SHALL BE PLACED IN 3. CONCRETE SHALL NOT BE PLACED UNTIL FORMS HAVE BEEN INSPECTED.
MAXIMUM LIFTS OF SIX (6) INCHES AND SHALL BE COMPACTED TO 100% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM
MOISTURE IN ACCORDANCE WITH AASHTO T—99 METHOD A WITH COURSE PARTICLE CORRECTION ACCORDING TO ODOT TM—223 4. INSPECTION REQUESTS MUST BE MADE 24 HOURS PRIOR TO DATE OF INSPECTION. UTILITY INFORMATION
PROCEDURE FOR THE DETERMINATION OF 100% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS. TO SCHEDULE AN INSPECTION, CALL THE PARKS & COMMUNITY DEVELOPMENT MAIN
LINE AT 541—450—6060. SURVEYOR POSTAL SERVICE WATER -
13. CLASS "B” TRENCH BACKFILL MATERIAL SHALL COMPLY WITH APWA/ODOT SEC. 00405.14 AND SHALL BE 3/4” CRUSHED POLARIS LAND SURVEYING, LLC U.S. POSTAL SERVICE CITY OF GRANTS PASS © o°
ROCK UNDER PAVEMENT OR IN RIGHT-OF—WAY. BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM LIFTS OF 6” AND SHALL o e, OF COMMERCIAL GRADE RETAINING THE: FOLLOWING P.0. BOX 459 1636 NW WASHINGTON BLVD. 101 NW "A” STREET ~ o
BE COMPACTED BY MECHANICAL MEANS TO 95% OF MAXIMUM RELATIVE DENSITY AT OPTIMUM MOISTURE IN ACCORDANCE WITH e R — 4.0% TO 7.0% ASHLAND, OR. 97520 GRANTS PASS, OR 97526 GRANTS PASS, OR 97526 ~
AASHTO T—-99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95% RELATIVE MAXIMUM DENSITY OF GRANULAR MATERIALS. SLUMP — 5 INCHES OR LESS: PHONE: (541) 482-5009 PHONE: (541) 956-7592 PHONE: (541) 450-6115 — =
- , CONTACT: SHAWN KAMPMANN CONTACT: SCOTT McCULLOUGH CONTACT: CRAIG KUHNERT > >
COMPRESSIVE STRENGTH — MINIMUM 3,000 PSI AT 28 DAYS; 3 >
14. UNLESS OTHERWISE NOTED, THE SAMPLING AND TESTING OF MATERIALS FOR USE ON THE JOBSITE SHALL BE AT THE MPERATURE = MINUM 50¢ 70 MAXMUM. G0" F ' ENGINEER GAS SEWER o 5 5o
EXPENSE OF THE CONTRACTOR. ALL TESTING OF MATERIALS AND WORKMANSHIP SHALL BE PERFORMED BY A CERTIFIED ' . T ¥°
TESTER. RESULTS OF THE TESTS SHALL BE SENT DIRECTLY TO THE CITY AS WELL AS THE CONTRACTOR, BY THE LABORATORY. THORNTON ENGINEERING, INC. AVISTA UTILITIES CITY OF GRANTS PASS T 2> v
6. ALL CONCRETE SHALL BE FORMED ON A MINIMUM 95% RD COMPACTED BASE OF
- ” , , . » » OR. ) GRANTS PASS, OR 97526 o
15. CLASS "A” TRENCH BACKFILL MATERIAL SHALL BE APPROVED NATIVE MATERIAL PER ODOT/APWA SPECS. SEC. 00405.14 FOR gAsg%”,énggBBAggnﬁff 5,;‘25;%5,,52@4” fNL;‘”\,’,eL?ﬁ; ROACHES. MINIMUM 6 PHONE: (541) 899-1489 PHONE:  (541) 218-9642 PHONE: (541) 450-6115 N > 7o
ALL AREAS OUTSIDE OF TRAFFIC AREAS AND THE RIGHT—OF—WAY. BACKFILL MATERIAL SHALL BE PLACED IN MAXIMUM LIFTS ’ ’ CONTACT: MIKE THORNTON, P.E. CONTACT: SEAN RANDLES CONTACT: LANGE. BAKER T p
OF SIX (6) INCHES AND SHALL BE COMPACTED BY MECHANICAL MEANS TO 90% OF MAXIMUM RELATIVE DENSITY AND 7. SAFETY YELLOW TRUNCATED DOME DETECTABLE WARNING SURFACES ARE REQUIRED \% o
OPTIMUM MOISTURE IN ACCORDANCE WITH AASHTO T—99 METHOD D PROCEDURE FOR THE DETERMINATION OF 95% RELATIVE ON ALL SIDEWALK RAMPS AND ACCESSIBLE ROUTE ISLANDS. ~
MAXIMUM DENSITY OF GRANULAR MATERIALS. POWER CABLE STREET/STORM DRAIN -
) 8. CONCRETE EXTRUDING MACHINES SHALL OPERATE UNDER SUFFICIENT RESTRAINT TO PACIFIC POWER CHARTER COMMUNICATIONS CITY OF GRANTS PASS o3 =
16. ASPHALTIC CONCRETE PAVEMENT SHALL BE LEVEL 2, 1/2” DENSE GRADED MIX. MATERIALS AND WORKMANSHIP SHALL BE AS FORWARD MOTION TO PRODUCE A WELL—CONSOLIDATED MASS OF CONCRETE. 1420 WILLIAMS HWY. 1341 CENTER DRIVE 101 NW "A” STREET
SPECIFIED IN SECTION 00744 OF THE ODOT/APWA SPECS. INSTALLATION SHALL BE IN ACCORDANCE WITH CITY OF GRANTS GRANTS PASS, OR 97526 MEDFORD, OR 97501 GRANTS PASS. OR 97526
PASS STANDARD SPECIFICATIONS, AND TO THE CROSS—SECTION, GRADE AND LOCATIONS SHOWN ON THE APPROVED PLANS. PHONE: (541) 955-7903 (541) 500-8991 PHONE: (541) 450—6125
9. ALL CONCRETE STRUCTURES REINFORCED WITH REBAR SHALL BE VIBRATED TO CONTACT: STEVE STEVENS CONTACT: GARY ROGERS CONTA&:T’ SHELLY STICHTER
17. CONSTRUCTION STAKING SHALL BE PROVIDED BY THE CONTRACTOR’S SURVEYOR, FOR EACH PHASE OF CONSTRUCTION. REMOVE VOIDS. :
STAKES SHALL BE IN PLACE PRIOR TO COMMENCING CONSTRUCTION AND SHALL BE CONTINUOUSLY MAINTAINED BY THE IRRIGATION PHONE
CONTRACTOR UNTIL EACH PHASE OF CONSTRUCTION HAS BEEN COMPLETED AND INSPECTED. 10. SURFACE SHALL HAVE A FINISHED TEXTURE THAT WILL NOT BE SLICK WHEN WET GRANTS PASS IRRIGATION DISTRICT — CENTURYLINK
(MEDIUM BROOM FINISH). CURING COMPOUND MAY BE APPLIED IMMEDIATELY AFTER o0 FRUITDALE. DRIVE TRy LN VENUE
18. A COPY OF THE APPROVED PLANS, SPECIFICATIONS AND STANDARD DRAWINGS SHALL BE ON THE JOB SITE AT ALL TIMES CONCRETE IS FINISHED.. WHITE PIGMENT RECOMMENDED, CLEAR ACCEPTABLE.
WHILE WORK IS IN PROGRESS CRANTS PASS, OR 97527 MEDFORD, OR 97501
' 11. AN EDGING TOOL SHALL BE USED ON ALL EDGES AND JOINTS. PHONE: (541) 476-2562 PHONE:  (541) 324-0549
19. MONOLITHIC CURB AND GUTTER SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF GRANTS PASS STANDARD , i A( Ay CONTACT: CAMERON DIBETTA
SPECIFICATIONS, AND TO THE CROSS—SECTION, GRADE AND LOCATIONS SHOWN ON THE APPROVED PLANS. 12. PROVIDE CONTRACTION JOINTS AT 15’ INTERVALS AND “DUMMY* TOOLED JOINTS AT :
5’ INTERVALS ON CURBS, SIDEWALKS AND APPROACHES. CONTRACTION JOINT
20. STREET NAME SIGNS, STOP BARS AND STOP SIGNS SHALL BE INSTALLED BY THE CITY OF GRANTS PASS. SIGN SLEEVES TO GROOVES SHALL BE AT MINIMUM, 1 }%” DEEP OR ONE—THIRD THE THICKNESS OF CALL BEFORE YOU DIG
BE INSTALLED BY CONTRACTOR. THE CONCRETE. DATE: PLAN SET DESCRIPTION
21. ALL MATERIAL REMAINING AFTER BACKFILLING OPERATIONS HAVE BEEN COMPLETED SHALL BE DISPOSED OF BY THE 13. PROVIDE EXPANSION JOINTS OPPOSITE ABUTTING EXPANSION JOINTS IN ABUTTING 9/19/19 PRELIM. PLANS — AGENCY REVIEW (60% SUBMITTAL) ~—= I~ "
CONTRACTOR IN A MANNER APPROVED OF BY THE CITY. CONCRETE, AT EACH POINT OF TANGENCY IN THE STRUCTURE ALIGNMENT, BETWEEN _ . — -
DRIVEWAYS AND CONCRETE PAVEMENT. AROUND POLES, POSTS. BOXES AND OTHER U /6/19 PRELIM. PLANS — AGENCY REVIEW (75% SUBMITTAL) CALL OREGON UTILITY NOTIFICATION COUNCIL o =~
22. PRIOR TO FINAL ACCEPTANCE, THE CITY SHALL CERTIFY THAT ALL IMPROVEMENTS HAVE BEEN CONSTRUCTED IN ACCORDANCE FIXTURES WHICH PROTRUDE THROUGH OR AGAINST THE STRUCTURES, AT ALL 1/3/20 PRELIM. PLANS — AGENCY REVIEW (90% SUBMITTAL) 1-800—332—2344 o - +
WITH THE APPROVED PLANS AND SPECIFICATIONS. BCR’S AND ECR’S, AT MAXIMUM OF 100° INTERVALS. EXPANSION JOINT MATERIAL 3/16/20 CINAL PLANS — APPROVED FOR CONSTRUGTION FORTY—EIGHT (48) HOURS BEFORE BEGINNING CONSTRUCTION 2o
23. IF THE CONTRACTOR WISHES TO USE WATER FROM THE CITY OF GRANTS PASS WATER DISTRIBUTION SYSTEM, CONTRACTOR SHALL BE OF THE BITUMINOUS, PREFORMED FILLER TYPE NOT LESS THAN 2 8/27/20 FINAL PHASED PLANS - APPROVED FOR CONSTRUCTION © -
' SHALL MAKE USE OF THE BULK WATER STATION OPERATED BY THE CITY OF GRANTS PASS, AS AN OPTION, THE CONTRACTOR WIDE, PLACED FLUSH OR NO MORE THAN §° BELOW THE CONCRETE SURFACE. 2/3/21 AL PHASED PLANS — APPROVED TOR GONSTRUGTION AGENCY | APFROVED | paTe — b~
MAY APPLY FOR A HYDRANT METER PERMIT THROUGH THE COMMUNITY DEVELOPMENT DEPARTMENT. o _ H —
14. STRAIGHT LINE EDGES SHALL NOT VARY MORE THAN %° UNDER A TWELVE—FOOT FOWER P&l 5 o —
STRAIGHT EDGE. CONSTRUCTION SET — APPROVED FOR CONSTRUCTION o .- :
24. CONTRACTOR SHALL NOT USE THE PUBLIC RIGHT—OF—WAY FOR LONG TERM STAGING OR MATERIAL STORAGE WITHOUT PRIOR CECORD DRAWINGS TELEPHONE CENTURYLINK S — N~
APPROVAL. DURING THE WORK DAY, THE CONTRACTOR MAY USE THE WORK AREA FOR STORAGE OF PROJECT MATERIALS AND GAS AVISTA - 0
EQUIPMENT THAT WILL BE USED THAT DAY: HOWEVER, AT THE END OF THE DAY, THE WORK SITE SHALL BE CLEANED UP 15. CURE AND PROTECT CONCRETE AFTER PLACING AND FINISHING. KEEP STRUCTURES SCHEDULE OF DRAWINGS CABE T CHARTER ~ o3 o
TO THE SATISFACTION OF THE ENGINEER. DISPOSAL OF MATERIALS IS NOT PERMITTED WITHIN THE PUBLIC RIGHT—OF—WAY. FREE FROM CONTACT, STRAIN AND PUBLIC TRAFFIC' FOR AT LEAST SEVEN DAYS OR ©
’ : LONGER AS DIRECTED. MIXES TO EXPEDITE CURING MAY BE USED WITH APPROVAL —— —oRToN U.S. POST OFFICE |U.S. POST OFFICE
25. THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR DISPOSAL SITES OUTSIDE THE RIGHT—OF—WAY, SHALL PAY ANY AND ALL OF CITY ENGINEER. 4 COVER SHEET RRIGATON ___{GPID_
26. THE CONTRACTOR SHALL DESIGNATE AN EMERGENCY CONTACT PERSON THAT WILL HANDLE AFTER—HOUR ISSUES RELATED TO O CRACK THIN 4 Or [T el LACEMENT AREA. CONCRETE SHALL BE SAW CUT 7 SIDEWALK RAMP DETAILS STORM DRAINAGE |oITY OF op
THE PROJECT, AND SHALL PROVIDE EMERGENCY CONTACT TELEPHONE NUMBERS TO THE CITY OF GRANTS PASS. ' : 5 SIDEWALK RAMP DETAILS STREETS STy OF oP
27. ALL MATERIALS SHALL BE FURNISHED AND INSTALLED BY THE CONTRACTOR UNLESS OTHERWISE SHOWN ON THE PLANS OR 17. EXISTING A/C SHALL BE REMOVED/REPLACED ALONG ENTIRE CURB SECTION TO A 7 CURB BUMPOUT DETAILS CONSTRUCTION AUTHORIZED TO PROCEED IN ACCORDANCE WITH APPROVED PLANS
LISTED IN THE CONTRACT SPECIFICATIONS. MINIMUM 187 WIDTH UNLESS APPROVED BY CITY ENGINEER. g g}?lAR'LDgaélELTS ggﬁgLSBIEDPERMITS HAVE BEEN ISSUED AND PRE—CONSTRUCTION MEETING HAS
’ 6FDOH
28. ALL GRADES SHOWN ON THE PLANS SHALL BE SUBJECT TO ADJUSTMENT IN THE FIELD BY THE ENGINEER (IN COORDINATION 10 DEMIL ShEET $6 127 ("
WITH THE PROJECT SURVEYOR). ~ — = DWH
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